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MAX-CT101 4K/60 HDMI 2.0 over HDBaseT™ Extender – Transmitter

   Key Features

•     HDMI 2.0 over HDBaseT™ Transmitter for Media Axis™
•     Supports distances up to 330 ft. (100m)
•     Connect directly to the Media Axis™ HDBaseT™ input board
•     Remote control via bi-directional IR, RS-232, and LAN

HDMI 2.0, HDCP 2.2
Dolby Digital®, Dolby Digital EX, Dolby Digital Plus, Dolby® TrueHD, 
Dolby Atmos®, DTS®, DTS-ES, DTS 96/24, DTS-HD High Res, 
DTS-HD Master Audio™, LPCM up to 8 channels
DC +12V, 10 watts (max)

HDMI & analog stereo w/Deep Color, 3D, & 4K
HDBaseT w/Deep Color, 3D, & 4K

COMPLIANCE 
SUPPORTED AUDIO FORMATS 

POWER CONSUMPTION 

INPUT SIGNAL TYPE(S) 
OUTPUT SIGNAL TYPE(S) 

The Media Axis™ MAX-CT101 extender transmitter provides powerful and reliable extension of Ultra HD/4K video, 
audio, and control signals up to 330 ft. over a single CATx cable. The MAX-CT101 connects directly to the HDBaseT™ 
input board (MAX-CI) of Media Axis™ switchers and can be controlled remotely via bi-directional IR, RS-232, and LAN.

Hardware

1.5 lbs. (0.68 Kg)PRODUCT WEIGHT 

Enclosure

Limited Warranty (3-Years)WARRANTY 

Warranty

330 ft. (100m)
up to Ultra HD/4K (4096x2160, 4:4:4 @ 50/60Hz)

SUPPORTED DISTANCE 
SUPPORTED RESOLUTIONS 

Performance


