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VIP-CAM-10-USB2 USB 2.0 Pan/Tilt Camera

•
•
•
•
•

   

 1080P, Full HD 
 USB2.0 output plug and play
 High-performance optics 
 Smooth, stable pan, tilt
 Full function remote control

• 2D and 3D SNR 
• Pan 355°, Tilt 120°
• Control camera with VISCA or Pelco commands via PC
• RS-422C, RS-232C control
• 9 preset via remote control, 32 presets via PC or control unit

Key Features

320x240, 640x360, 640x480, 800x600, 1280x720, 1920x1080
PAL/NTSC
f=2.26mm
108°

1/3" Progressive CMOS
2.0 Megapixels

Manual
1.5 Lux

 Auto
Auto

RESOLUTION HD
SIGNAL
LENS
HORIZONTAL VIEW ANGLE

 Full color/black and white
≥50db

IMAGE EFFECT
S/N RATIO

 

-30° to +90° (max speed: 60°/s)
355°(max speed: 80°/s)PAN

TILT

IMAGE SENSOR
EFFECTIVE PIXELS

FOCUS SYSTEM
MINIMUM ILLUMINATION
EXPOSURE CONTROL
WHITE BALANCE

The VIP-CAM-10-USB2 1080p camera featuring high-performance optics and smooth and stable pan/tilt functionality. 
With a USB 2.0 output, this plug and play camera is ideal for broadcasting high definition video signals in conferencing, 
education, training webinars, online meetings, live events, streaming, security/surveillance applications, and many 
more.
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VIP-CAM-10-USB2 USB 2.0 Pan/Tilt Camera

 USB 2.0
SONY VISCA, PELCO D

VIDEO OUTPUT
PROTOCOL

 RS-232C, RS-422/485
12V DC (10.8～13.0V DC)

CONTROL MODE
POWER


