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IMAGE SENSOR

ZOOM 20x Optical, 12X Digital  (240x)

IRIS

FOV 

FOCAL

MIN ILLUMINATION
Range: -170 t0 +170 deg      Speed 0.1 to 120 deg/sec

f = 4.7mm - 94mm 

F 1.6 - 3.5

H 59.5 - 2.9 Degrees 

NDI/HX 20x PTZ Camera with RTSP, 3G-SDI, and HDMI outputs

Sony 1/2.8"CMOS 2.14 MP

The VIP-CAM-100-NDI  20x PTZ professional camera is packed with features including NDI/HX output, along with 
RTSP, 3G-SDI, and HDMI outputs.  

FEATURES:
• High Performance 20x optics and 12x digital zoom provide up to 240x zoom
• Full HD 1080P output
• Professional variable speed Pan, Tilt, Zoom, Focus mechanisms provide quality smooth performance
• Detailed manual and automatic color balance
• Manual and automatic gain control and 2D or 3D noise reduction
• VISCA or PELCO control standards 
• Ceiling mount option
• Full function IR remote control with preset creation/recall

PAN 
TILT 

0.5 lux color, 0.1 lux B&W

Range: -30 t0 +90 deg           Speed 0.1 to 80 deg/sec

WHITE BALANCE Auto, Auto Track, Manual, One Push, Indoor, Outdoor

AUTOMATIC EXPOSURE Auto, Intelligence, Shutter Priority, Iris Priority, Manual

ENVIRONMENT/POWER 0 to +40C Operation  -20 to +60C Storage   243mm X 145mm X 163mm   12 VDC 1.2A




